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(57) ABSTRACT

A fastening element for interconnecting first and second
components produced from different materials includes a
metal strip and at least two fastening clips or lugs located in
a common plane. An elastic bend compensating for longi-
tudinal changes between the two fastening clips or lugs and
a fastening point for the second component are disposed
between the fastening clips or lugs.

2 Claims, 1 Drawing Sheet
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1
FASTENING ELEMENT FOR CONNECTING
TWO COMPONENTS MADE OF DIFFERENT
MATERIALS

BACKGROUND OF THE INVENTION
Field of the Invention

The invention relates to a fastening element for connect-
ing a first component to a second component, the first and
the second component being manufactured from different
materials.

When connecting components made of different materi-
als, such as for example aluminum-steel, within one fasten-
ing the problem of differing thermal expansion during
operation arises. Such thermal expansion needs to be com-
pensated in order to ensure lasting reliable fastening of the
components to one another.

In the prior art, the problematic use of a fastening element
for connecting components made of different materials
having differing thermal expansion rates has been mostly
avoided to date. This is done by using identical materials.

However, other solutions do exist which ensure differing
thermal expansion rates are compensated, namely by using
elastic fastening elements such as, for example, rubber
mounts.

The avoidance of different materials has the disadvantage
that, for example, the most favorable material in each case
cannot be used for a corresponding purpose of use. The use
of rubber mounts has the disadvantage that the functional
life and service life are limited and it becomes necessary to
replace the rubber mounts.

BRIEF SUMMARY OF THE INVENTION

Proceeding from here, the invention is based on the object
of obtaining a fastening element for connecting a first
component to a second component, which fastening element
allows the use of different materials for the first and the
second components and at the same time ensures a reliable
connection between the components, even when tempera-
ture changes occur.

This object is achieved by the fastening element being
manufactured from a sheet-metal strip and having at least
two fastening clips which lie in a common plane, the
fastening element having between said fastening clips an
elastic bend for compensating changes in length between the
two fastening clips and a fastening point for the second
component.

The typically approximately Q-shaped bend allows
changes in length based on thermal expansion of the first
component between the two fastening clips. Here, the sheet-
metal strip is of a substantially constant material thickness.
However, on account of the shaping of the fastening element
compensation of the changes in length is allowed, said
compensation taking place in the region of the elastic bend.

The fastening point for the second component may lie in
a planar central portion of the fastening element, the plane
of this central portion being able to be perpendicular to the
plane defined by the at least two fastening clips. In this way,
the two components to be connected can be arranged in
parallel planes or else in the same plane.

The bend may adjoin the central portion, said bend being
in turn connected to one of the fastening clips at a right
angle.

On the side of the fastening point which lies opposite the
bend and inward of the fastening clip which is situated on
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said side, an identical further bend may be provided. In this
case, both bends which are provided serve to compensate
thermal expansion.

The fastening element may be configured in a particularly
space-saving manner if it is configured symmetrically in
relation to a transverse plane which runs through the fas-
tening point for the second component. However, it is quite
possible, for example, that the second fastening point for the
second component lies at a different distance from the
respective laterally arranged bends and fastening clips.
Moreover, an immediate transition from a bend to a fasten-
ing clip is not absolutely necessary to achieve the effect of
the invention.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWING

An exemplary embodiment of the invention is explained
in more detail in the following with reference to the drawing.
The single FIGURE shows a perspective view of a fastening
element for connecting two components made of different
materials, both of the components being included in the
illustration.

DESCRIPTION OF THE INVENTION

The fastening element 1 shown in FIG. 1 is present as a
sheet-metal strip on each of whose ends a fastening clip 2 is
provided. The fastening element 1 is connected via the
fastening clips 2 to a first component A, which here is a
stringer, present in the form of a C-rail, of a shell for a rail
vehicle. The material of the first component A is steel. Here,
fastening takes place by means of groove blocks (not
illustrated), which engage in the C-rail, in combination with
screw-fastening means 3.

Proceeding from the fastening clip 2, the fastening ele-
ment 1, the material used for which is freely selectable, is
bent at an approximate right angle and specifically in the
opposite direction of the first component A.

The fastening element 1 exhibits a central planar portion
4 which is perpendicular to that plane which is defined by
the fastening clips 2 of the fastening element 1. Proceeding
from the central portion 4, a bend 5 adjoins in the direction
of a respective fastening clip 2. In detail, the bend 5 is
formed in each case by two parallel portions of the fastening
element 1, which parallel portions are connected to one
another by a portion having an approximately semi-circular
shape. Here, that wall of the bend 5 which adjoins the
fastening clips lying on the outside is beveled.

In order to connect a second component, for example
made of aluminum, the central portion 4 has a suitable
receptacle which serves as a fastening point 6 for the second
component B.

On account of the shaping of the bends 5, the fastening
element 1 is suitable for compensating changes in length
which arise caused by thermal expansion of the first com-
ponent A. This is because the bends 5 exhibit such elasticity
that elongation/compression of the fastening element 1 in its
longitudinal direction is possible to an adequate extent.

The invention claimed is:

1. A rail vehicle, comprising:

first and second components manufactured from different
materials, said first component being a stringer of a
shell for the rail vehicle formed as a C-rail; and

a fastening element for interconnecting said first and
second components, said fastening element including:
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a sheet-metal strip;

at least two fastening clips lying in a common plane
along said sheet-metal strip, said at least two fasten-
ing clips being configured to fasten said first com-
ponent; 5

two identical elastic bends disposed between said at
least two fastening clips and configured to compen-
sate for changes in length between said at least two
fastening clips; and

a fastening point disposed between said at least two 10
fastening clips and configured to fasten the second
component;

each of said two identical elastic bends being disposed
on a respective opposite side of said fastening point
and inwardly of a respective one of said at least two 15
fastening clips.

2. The rail vehicle according to claim 1, wherein said two
identical elastic bends compensate for changes in length
between said at least two fastening clips due to thermal
expansion of said first component. 20
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